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PARAMETERS SPECIFICATIONS

Flow ElementSize Drain Model

OIL REMOVAL FILTER - VAYU  STANDARD

SF60C (G 1/4, G 3/8, G 1/2) SF60H (G 3/4,1") SF60C (G 1/4, G 3/8, G 1/2) SF60H (G 3/4,1") 

Shavo's coalescing type Oil Removal Filter - for high efficiency oil 
removal.

Allows in line or modular installation with other VAYU products.

Quick releases bayonet bowl.

CE, ATEX, EAC[CU  TR10(equivalent to GOST R&K)] approved.

SIL 3 capable as per IEC 61508.                                       

Fluid                                                           Compressed Air

Pipe Sizes                                                  1/4”, 3/8”,1/2”, 3/4”,1" 

Pipe Thread                                               BSP            - Standard 

                                                                   BSPT, NPT - Optional

Max. Inlet Pressure                                    17.5 bar (250 psi)

Max. Operating Temperature (Ambient)     +80°C 

Filter Element material                               Synthetic Fiber and Polyurethane foam

Material of Construction                                

Body, Bowl                                                  Aluminium Alloy die-cast

Internal  parts                               Alu.,SS304, SS316L,Acetal resin, Nylon,Brass etc.

External parts                               SS 316L, Aluminium 

Elastomers                                                 Nitrile                                                                  

Standard Nominal Flow Rate at 6 bar        1/4”  -   36 scfm (17 dm3/sec)      

(87 psi) supply pressure and 1 bar             3/8” -   36 scfm (17 dm3/sec)  

(14.5 psi) pressure drop                             1/2”  -  36 scfm (17 dm3/sec)

                                                                   3/4”  -  60 scfm (28 dm3/sec)

                               1"    -  60 scfm (28 dm3/sec) 

CV Value                                                    1/4”  -  (0.68)

                                                                   3/8”  -  (0.68)            

                                                                   1/2”  -  (0.68) 

                                                                   3/4” -   (1.13)

                                1"  -   (1.13)

Bowl Capacity                                            270 ml

Drain                                                          Manual   -   Std

Particle Removal                                        upto 0.01 micron

Maximum Oil Removal content                  upto 0.01 ppm

Weight                                                        SF60C -  0.8 Kgs.     SF60H  -  1.2 Kgs.   

Manual            Metal              SF60H-6G-MODN-A

Manual           Metal             SF60C-4G-MODN-AG 1/2              36 scfm 
                      (17 dm³/sec)

G 3/4             60 scfm 
                     (28 dm³/sec)



R

Email : shavo@shavoindia.com
R

Mumbai, India.

OIL REMOVAL FILTER - VAYU  STANDARD

SF60C (G 1/2) SF60H (G 3/4, 1") SF60C (G 1/2) SF60H (G 3/4, 1") 
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